
THE LUCIEN PICCARD HISTORY

Founded in Switzerland in 1923, LUCIEN PICCARD timepieces 
have a rich history of excellence. Lucien Piccard, a young Swiss 
watchmaker from Lausanne built his reputation on making the 
finest timepieces of his era.

Founded on the principle that elegant; well made timepieces do 
not need to be unaffordable,  LUCIEN PICCARD’s  mission for over 
80 years  has been simple:   To provide its generations of consumers 
with high quality, attractive, unique and reasonably priced time 
pieces made of the finest materials in the world.

“The World Runs on Lucien Piccard Time”

    and the minute hands until the desired date appears. 
    (Please set time according to AM or PM).

4. Adjust the time by turning the crown in the desired direction.

5. Push in and/or screw the crown back into Normal Position. 
    (Position 1 Fig B.)

PLEASE NOTE: For best accuracy when setting your timepiece. If 
your watch has three hands, pull out the crown when the second 
hand points at 12 o’clock or “00” seconds.

PLEASE NOTE: It is very important after setting your timepiece that 
you push in and screw down the crown firmly to ensure water 
resistance. Not doing so will void the warranty. 

Model without calendar Model with calendar

(1 = Normal Position   2 = Calendar Position   3 = Time Setting Position)

Fig A. Fig B.

INSTRUCTIONS FOR 2 OR 3 HANDS 
QUARTZ AND AUTOMATIC MOVEMENTS

PLEASE NOTE: For timepieces with a screw down crown you must 
first gently rotate the crown counter-clockwise until it springs out. 
The crown must then be gently pulled out to the appropriate posi-
tion for time or date setting.

TIME SETTING FOR MODELS WITHOUT CALENDAR 
1. Unscrew and/or pull out the crown all the way to Position 2.  
    (Fig A.)

2. Adjust the time by turning the crown in the desired direction.

3. Push in and/or screw down the crown back into Normal 
    Position. (Position 1 Fig A.)

TIME SETTING FOR MODELS WITH CALENDAR 
1. Unscrew and/or pull out the crown to Position 2. (Fig B.)

2. Turn the crown until the previous day’s date appears in the 
    calendar frame.

3. Pull out the crown to Position 3, and advance the hour 

LUCIEN PICCARD 
CHRONOGRAPH INSTRUCTIONS

(Caliber No. JS00, VD53B or similar)

A) DISPLAYS AND BUTTONS

* Miyota movement Caliber No. JS00 does not have a date window.

B) SETTING THE TIME
1. Pull the crown out to the 1st Click Position.
2. Turn the crown to set hour and minute hands.
3. When the crown is pushed back to normal position in synchroniza-  
    tion with a time signal, second hand begins to run.
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C) USING THE STOPWATCH
This stopwatch is able to measure and display time in 1 second united 
up to maximum of 29min 59sec. Stopwatch will stop automatically 
after running continuously for 30 minutes.

Measuring time with the stopwatch
1. Press button “A” to start the stopwatch.
2. The stopwatch can be started and stopped each time button “A”  
    is pressed.
3. Pressing button “B” resets the stopwatch and stopwatch minute   
    hand and second hands return to their ZERO positions.
* Button A / B does not function during resetting the stopwatch.

D) STOPWATCH RESET
This procedure should be performed when the stopwatch second 
hand does not return to the ZERO second position after the stopwatch 
has been reset, and including after the battery has been replaced.

1. Pull the crown out to the 1st Click Position.
2. Press button “A” to set the stop watch second hand to the ZERO   
    position.
  * The stopwatch minute hand is synchronized with stopwatch second   
     hand.
  * The stop watch second hand can be advanced rapidly by continuously       
     pressing button “A”.
3. Once the hands have been zeroed, reset the time and return the crown    
    to its normal position.

STOP
“B”“A”

“A”“A”
TIME MEASUREMENTRESET

WATER RESISTANCE 

Watches are ranked I through V for water resistance. Check the rank-
ing of your watch in the following chart to determine proper use.

* Notes
   
   I     Not water-resistant. Avoid all moisture.
   II    Do not operate buttons underwater.
   III   If watch is exposed to salt water, wash thoroughly and              
        dry.
   V  Usable while scuba diving (except at depths that require                     
        helium-oxygen gas).
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TIME SETTING
Hours, minutes and seconds. Unscrew and/or pull the crown out to 
Position 3. The second hand will stop. Turn the crown clockwise to the 
designated time and push and screw crown in.

CHRONOGRAPH FUNCTIONS
Push-button A: Start & Stop Chronograph Functions.
Push-button B: Reset Chronograph Functions.

CHRONOGRAPH DIAGRAM

Instruction Manual
&

5 Year Limited Warranty

101 South State Road 7, Suite 201
Hollywood, FL 33023

Toll Free: 1-866-746-7794
Fax: 1-954-985-1828

www.lpwatchgroup.com

5 YEAR WARRANTY
1.     This guarantee is valid only at Lucien Piccard and not at the 
        place of purchase.

2.     Lucien Piccard guarantees your new watch movement for five 
        years from the date of purchase against defects in material and
        workmanship. This guarantee does not cover the watch case, 
        bracelet, strap, crystal, battery or crown, pushers or stem of 
        the watch. If your watch is in need of a battery change, it is 
        recommended that you take it to a Authorized Lucien Piccard 
        Repair Center. For further advice on battery changes, please 
        contact us. This warranty gives you specific legal rights, and you
        may have other rights which vary from state to state.

3.     If your watch should require service during the period of warranty,
        please complete the following:

•      Include a copy of your original bill of purchase to validate the
        date of purchase.
•      $15.00 check or money order (DO NOT SEND CASH) made
        payable to The LP Watch Group to cover shipping and handling
        (Excludes Alaska and Hawaii). If $15.00 is not included your return
        will not be processed. Additional insurance charges apply.
•     Please insure your timepiece for the full purchase price.
•     Please do not include the original gift box because it may not be 
       returned.

4.     Lucien Piccard may at it discretion replace your timepiece for
        one with the same or greater value if yours is no longer available.

5.     This warranty will no longer be valid if this watch has been 
        tampered with, taken apart, wet, or repaired by anyone but a 
        Lucien Piccard Authorized Repair Center. In the case of water
        resistant watches, cracking of the crystal glass or loosening of the
        watch case back and/or the watch crown, will invalidate this
        warranty. Please refer to paragraph 2 of this warranty in the case
        of battery changes.

customercare@lpwatchgroup.com

        Package your watch carefully, enclose the neccessary
        documents, and return to:

LUCIEN PICCARD

Attn: LP Watch Repair
101 South State Road 7, Suite 201

Hollywood, FL 33023

Toll Free: 1-866-746-7794
Fax: 1-954-985-1828
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The crown has 3 positions:
1 = Normal Position   2 = Calendar Position   3 = Time Setting Position

Seconds

Pusher B
Date

1/10 Second

LUCIEN PICCARD 
CHRONOGRAPH INSTRUCTIONS

(ETA-G10.211, Ronda 5030D, or similar)

PLEASE NOTE: You must first gently rotate the crown counter-clockwise
until it springs out. The crown must then be gently pulled out to the ap-
propriate position for time, date and/or chronograph setting.

INSTRUCTIONS:

WATCH FUNCTIONS
Display by means of hands: Hours, minutes, small second at 6 o’clock. 
Mechanical date showing through aperture in dial. Counters 1/10 
second, 60 seconds, 30 minutes and day. 

Functions: ADD, Split.

The crown has three positions:
Normal Position, when worn: the crown pushed in and screwed tightly 
against the case assures water resistance.

DATE SETTING
Unscrew and/or pull the crown out to Position 2. Rotate the crown 
counter-clockwise to designate date. Push in and screw down crown 
to set the date.

(Please set time according to AM or PM). 


