
Specification and Function 
1. Capacity: 160Lb/76Kg, 360Lb/160Kg 
2. Readability: 0.2Lb/0.1Kg 
3. Units: Lb/Kg 
4. Power: 2xAAA batteries or 6V AC adaptor 
5. Modes: Weighing mode and Clock mode 
6. Low power indication: Battery sign will flash under weighing mode 
7. Key function: ON/OFF, MODE, HOLD, TARE  
8. Display: LCD display with blue backlight 
9. Operation Temperature: 10 to 30 deg C 
Operation 
1. Place the scale on a leveled surface, press “ON/OFF” key to switch between the 
Weighing mode and Clock mode. 
2. Wait until the LCD display shows zero, press “MODE” key to choose the weighing unit.  
3. Place the item to be weighed on the platform and wait until the reading is stable. 
Tare Function 
1. Enter the weighing mode as described above. 
2. Place the “tare item” on the platform. Press “TARE” key and wait until the LCD displays 
zero. 
3. The scale can be used for weighing now. Add the “net-weight-item”. 
Hold Function 
1. Under the weighing mode, press the “HOLD” key to start the Hold function. Press again 
to quit this function. 
2. Under the Hold mode, scale will lock the readings for 60 seconds. 
3. If there is no operation for 180 seconds, the scale will automatically switch to Clock 
mode. 
Clock function setting 
1. Press “ON/OFF” key to enter Clock mode. 
2. Press and hold the “MODE” key for 3 seconds, the HOUR part flashes, now you can 
adjust the hour. Press Hold key to increase, press Tare key to decrease. 
3. After you adjust to a proper hour, press the “MODE” key to confirm. Now Minute part 
will flash, Press Hold key to increase, press Tare key to decrease. 
4. After you adjust to a proper Minute, press the “MODE” key to confirm. Adjusting 
complete. 
5. Under the clock adjusting mode, if there is no operation for 15 seconds, the scale will 
automatically quit the adjusting. 
Calibration 
1. Under the Clock mode, press and hold “ON/OFF” key, at the same time, press "MODE" 
key quickly for 4 to 5 times. The display will show a internal code. 
2. Release these two keys. 
3. Press "MODE" key again, the display will show 20Lb, and then show zero. 
4. Place the required weight onto the platform. 
5. After the readings is stable, press "MODE" key, display will show PASS, calibration is 
now complete. 


