
(H)

(G)

(A)

(B)

(C)

(D)

(E)

(F)

18106 Northwest Fwy Suite H-3
Houston, TX 77065
tel: 866-918-8100
fax: 281-894-8940

Contents
Qty Description
 1  Two foot flexible arm with camera platform (A)
 1  One foot post (B) 
 1  Clamp base top (C)
 1  Anchor bolt (D)
 1  Clamp base foot (E)
 1  Anchor bolt nut with handle (F)
 2  Post wire guides (G)
 3  Flexible Arm wire guides (H)
 1  Tripod screw 
 2  Tripod screw washers
 1  Velcro® with adhesive
 4  Velcro®  straps (4 1/2" long each) 

If anything is missing from your FlexStand    package please contact 
Strange Solutions Customer service at 1-866-918-8100 or via email at 
custserv@strangesolutions.com

Assembly Instructions
1. Place clamp base top (C) on edge of flat surface. 
2. Insert anchor bolt (D) into desired clamp base top bottom hole (C).
3. Slide base bottom foot (E) onto anchor bolt (D). (This step may already be done)
4. Place anchor bolt nut on the threaded end of the anchor (this step may already be done) and 
tighten anchor nut with handle (F) securely until the base unit is firmly clamped to the edge of flat 
surface.
5. (Optional) Insert post (B) into base top (C) .
6. Insert flexible arm (A) into top of post (B) or base top (C).
7. Attaching your web camera to the platform:
Option a: use the supplied tripod screw through the slot in platform - using washers as required 
securely attaching the camera to the platform.
Option b: use Velcro® to attach camera to platform (remove protective backing from one side of 
Velcro® (keeping the Velcro® together) stick to the web camera or web camera base then remove 
protective backing from the other side of the Velcro® and attach to the platform).
8.  Attach camera wire to stand with either the 5 clips (3 for the arm and 2 for the post) or with the 4 
Velco® straps. Use which ever method is best suited for your wire(s).

Please see reverse side for more information on using your FlexStand(tm)

Made in USA
Patent Pending
Velcro® is a registered trademark of Velcro Industries, Inc.

Revision 3
July 28,2003

TM



 
 
Use two hands when shaping the arm to your desired position. Place 
one hand at the bottom of the arm and the other at the top, where 
the arm meets the Platform. Do not grab the platform itself. 
 
The base can be mounted either horizontally or vertically. 
 
The FlexStand can be used with our without the Post(B), the Arm(A) will fit 
directly into the Base(C) as well as the top of the Post(B). 
 
Both the Post (B) and Arm(A) will rotate. 
 
The Platform can be used to make minor adjustments to the camera position. 
 
The Platform will not rotate at the end of the arm. If the platform is not 
straight bend the arm so is to straighten the Platform. 
 
When attaching Base(C), only tighten Nut(F) by hand, tools should not be 
necessary. 


