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Caution: To reduce the risk of 

electrical shock, do not remove the 

cover (or back). No user serviceable 

parts inside; refer servicing to 

qualified personnel. 

Warning: To reduce the risk of fire or 

electrical shock, do not expose this 

equipment to rain or moisture. 

SAFETY INSTRUCTIONS 

This symbol, wherever it appears, alerts you 
to the presence of uninsulated dangerous 
voltage inside the enclosure voltage that may 
be sufficient to constitute a risk of shock. 

This symbol, wherever it appears, alerts you 
to important operating and maintenance 
instructions in the accompanying literature. 
Read the manual. 



SeismicAudioSpeakers.com    Facebook.com/SeismicAudio   Twitter.com/SeismicAudio    1-877-347-6423 Page 3 

 

 

SA-15T Specs: 

 

15 Inch PA Speaker Cabinets 

 

 MODEL   SA-15T  (Set of 2) 
 CONTENTS  Pair of 2-Way 15" PA Speaker Cabinets Mains 
 CONDITION   New 
 APPLICATION   PA Speakers / Mains / PA Loudspeakers 
 ACTIVE/PASSIVE   Active / Powered 
 WOOFER   15" Loudspeakers 
 WOOFER SPECS   50 oz. Magnet and 2.5" Kapton Voice Coil  
 TWEETER/HORN   1.5" Titanium Tweeter Driver with  

 10 oz. Magnet and 1" Throat  
 POWER   350 Watts RMS; 700 Watts Peak each 
 FREQUENCY RESPONSE   45 Hz - 20 kHz  
 SENSITIVITY   96 dB  
 MAXIMUM SPL  120 dB 
 CONNECTORS  Two ¼” and Two Speakon (input/output) 
 NOMINAL IMPEDANCE   8 Ohms  
 PORTS   Dual Ports 
 GRILL   Full Metal Grill  
 HANDLES  Recessed Plastic   
 COVERING   Black Carpet with Black Metal Corners 
 ENCLOSURE   5/8” Plywood Front Panel 
 POLE MOUNT   Yes 
 HEIGHT   29"  
 WIDTH   19"  
 DEPTH   15"  
 WEIGHT   50 lbs. per Cabinet 
 WARRANTY   One Year Warranty 
 SPECIAL FEATURES  Can be Daisy Chained 
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Replacement Parts and Accessories 

    Titanium Horn - Model: T-Driver  

The T Driver will give you the crisp clean highs you desire with a frequency response of 1.5K - 
20K and 100 watts RMS.  These will fit all horns with a 1 3/8" thread. 

 

Crossover - Model: SACN-153 

Replacement Crossover for SA-15T-PW 

 

CBulb - Model: CBulb 

Replacement Fuse for SA-15T Crossover / SACN-153 

  

Replacement Speaker - Model: Quake15 

Replacement Speaker for SA-15T  

 

Speaker Stands - Model: SpeakerStands 

Speaker Stands for SA-15T 

 

Speaker Cable - Model: TW12S25 

2 Conductor Speakon to Speakon Cable, 25 ft. long 

  

Speaker Cable - Model: FS20 

2 Conductor ¼” to ¼” Cable, 20 ft. long 

 

Amplifier - Model: MBG-4000 

2 Channel Power Amplifier, 500W RMS 
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NOTE:    Empty Speaker Cabinets, Replacement Grills, Replacement Horn Lens and other components or parts are 
available by phone order only, 1-877-347-6423…  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Metal Corners 

100W Titanium Horn 

Recessed Handles 

15” Woofer 350W RMS 

Full Metal Grill 

Dual Ports 

Rubber Feet 

Metal Top Hat for Pole Mounting  1 3/8” 

Speakon Input / Output 

¼” Input / Output 
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Connection / Operation:  Example 1 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Connecting a Mixer to Power Amp 

 Connecting Power Amp to Speakers 

This example shows how to connect two SA-15T speakers to a standard Mixer and Amplifier.  This application requires (2) XLR 

Male to Female Cables and (2) Speakon to Speakon cables.  Seismic Audio offers these cables.  The model numbers are: SAXLX-

3 and TW12S25. 

 First, input the female XLR end of the first cable into the output jack labeled MAIN OUT LEFT on your mixing board.  Next, 

insert the male XLR end of the same cable into the XLR LEFT INPUT of the power amplifier.  Repeat these steps using the other 

cable and insert the female end into the MAIN OUT RIGHT on the mixing board, followed by inserting the male end of the 

cable into the XLR RIGHT INPUT on the power amplifier.  Note: Most amplifiers are 2 channels and could be labeled differently 

per some manufacturers.  Here are some examples: Channel A / Channel B, Channel L / Channel R, or Channel 1 / Channel 2. 

Lastly, connect the Power Amp to the Passive Speakers.  To do this, simply input (1) Speakon cable into one of the available 

Speakon Outputs on the power amplifier by inserting and twisting  it “clockwise” until the connector locks in place.  Next, 

input the other end of the (speakon) cable into one of the available speakon inputs on the back of the speaker jack plate.  

Simply repeat the steps with the 2
nd

 cable and speaker. 

SA-15T Rear SA-15T Rear 

Backbone 10 Mixer 

MBG-4000 Power Amp 
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Connection / Operation Example 2 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Connecting Speakers to a 

Powered Amplified Mixer 

This example shows how to connect two SA-15T speakers to a Powered Mixer.  By choosing this method, it will 

eliminate the need for an external amplifier and mixer.   

Simply input (1) Speakon cable into one of the available Speakon Outputs on the power amplifier by inserting and 

twisting  it “clockwise” until the connector locks in place.  Next, input the other end of the (speakon) cable into one 

of the available speakon inputs on the back of the speaker jack plate.  Simply repeat the steps with the 2nd cable 

and speaker. 

 This application requires (2) Speakon to Speakon speaker cables.  Seismic Audio offers these cables.  The model 

number is: TW12S25 

Landslide-8P Powered Mixer 

Microphone 

Microphone 

Microphone 

Guitar Guitar 
Keyboard 
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Frequently Asked Questions 

 How do I daisy chain the speakers? 
o Answer:  You can daisy chain other SA-15T speakers by using one of the available ¼” or Speakon 

output jacks on the primary speaker. (note: daisy chaining causes impedance to change.  Make 
sure your amplifier is stable based on the amount of speakers you have in a daisy chain.)   
 

 Why is there (2) speakon and (2) ¼” jacks on the back of an SA-15T speaker? 
o Answer: There are speakon and ¼” jacks to give user the option on which connection they 

choose.  The second connector is in case the user wants to daisy chain another speaker. 
 

 Can the SA-15T speakers be pole mounted? 
o Answer: Yes, the SA-15T speakers have a metal top hat installed on the bottom for pole 

mounting.  It will fit a 1 3/8” speaker pole stand. 
 

  Can I plug a Microphone or MP3 player into the connection jack on the back of the speaker? 
o Answer:  No, the connection jacks on the back of the speaker are only used for powering the 

speaker from an amplifier. 
 

 How do you control the bass and treble? 
o Answer:  You would need to have your amplifier connected to an external mixer or EQ. 

 

 Do the SA-15T speakers have a built in crossover? 
o Answer: Yes, there is a crossover built into each SA-15T.  The crossover point is 2.5K. 

 

 Can I plug the SA-15T speakers into my home stereo / theater receiver? 
o Answer:  Yes, but it is not recommended.  The SA-15T speakers are pro audio rated meaning they 

require more power than a normal home theater speaker would require.  It is recommended you 
choose a pro audio amplifier with proper power for connection. 

 

Troubleshooting 

 The SA-15T speaker(s) have no output sound and do not appear to be working. 
o Answer: The SA-15T speakers require a power amplifier.  Check to make sure the amplifier is 

powered on and is receiving power.  Make sure the speaker cables are connected properly in 
both speaker and amp.  Make sure cables are not shorted out.  If the speakers are new out of the 
box… It is possible that during shipping a fuse could have fallen out of the crossover or an 
internal wire slipped off the speaker terminal.  For more help or troubleshooting, call the Seismic 
Tech Hotline at 1-877-347-6423 ext 2. 
 

 The SA-15T speaker(s) are making a hum/buzz sound. 
o Answer: Make sure you are using 12-16 gauge speaker cables from your power amplifier.  Also, 

check your amplifier and mixer for proper cables.  A shorted out cable or improper shielded cable 
could cause buzzing.  Also, check to see if your power amplifier is connected to a dedicated 
electrical circuit.  Humming noise often can come from electrical current feeding through the 
lines.  It is recommended to use a power conditioner for all of your amplifiers and pro audio gear. 
 

 The SA-15T speaker(s) sound Distorted or Fuzzy. 
o Answer: First, make sure the power amplifier and/or mixer is not clipping or being overdriven.  

Check the volume levels on your input devices and mixer.  It is possible that your amplifier is 
either under powering or over powering causing a distorted signal.  For more help or 
troubleshooting, call the Seismic Tech Hotline at 1-877-347-6423 ext 2. 
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 Features and specifications are subject to change without notice. 
 

Seismic Audio Speakers, LLC 
4440 Malone Road 

Memphis, TN  38118 
901-363-6030 

 
 


