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NOTE: Some models require specific steps and parts. 

Please check below; if your model is listed, follow the 

instructions on that page! 
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Pre-assembly Guidelines 

Please read and follow instructions before un-boxing and assembling the bed cover. 

Keep boxes and packing until installation is complete. Unpack carefully to prevent scratching.  

 

DO NOT remove protective films from cover and canister until after installation is complete. 

 

DO NOT LUBRICATE OR USE LOCTITE ON ROLLING COVER!! (VOIDS WARRANTY) 

See Maintenance page for proper care. 

  

If you have the Electric Cover please see pages 6 & 7 for special installation! 

Parts checklist for large box 
¶ Instruction packet (attached to canister) 

¶ Cover rolled into canister-spiral assembly 

¶ Front cover for canister  

¶ Keys (attached to canister) 

¶ Drain tube kit 

 
 

Parts checklist for rail box 
¶ Driver side rail 

¶ Passenger side rail 

¶ Clamp box (NOTE: Clamps in box may vary  

    from  photo) 

 
 

Tools Required 
¶ #2 Philips screwdriver 

¶ 9/16ò or 1/2ò wrench (ratchet works best) 

¶ Pliers or vice grips 

Clamp Box and Drain Tube Kit 

1/8ò Allen wrench 

(4) 10-32 x 7/16ò 

Rail to Canister  

Mounting Screws 

6mm Allen wrench 

(2)  10-24 x 3/4ò 

Front Cover Mounting Screws 

(4) Clamps 

(6 clamps for 8ô beds) 

(2)  Drain Tubes (2) Rubber Washers  

        (In drain tube kit) 
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STEP 1:  Remove Shipping Materials 

STEP 2:  Install the rails to canister 

         STEP 3:  Install the front cover 

Using two people, lift the cover and place it at the very front of 
the bed. Close the tailgate of the pickup.  

Make certain the rails do not move after 

measuring.  

Rear attachment rail tab Front attachment rail tab 

Bearings enter 

channel of rail 

here. 

Lift up lock cover and open lock by pressing release button.  

Pull cover out 6ò- 8ò. DO NOT allow cover to roll back into canister until rail is installed.  

Passenger rail has green sticker.  

STEP 4:  Lift the assembled cover into the bed and 
position the rails 
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Attach both rails 

to canister using 

the  10-32 x 7/16ò 

rail to canister 

mounting screws. 

Make certain the 

rail tabs are on 

the inside of the 

spiral. 

Remove shipping 

brackets and white 

shipping tubes from 

both sides of canister.  

Keep shipping 

bracket for STEP 4 

Slide on front cover and attach here on both 

sides with the (2) 10-24 x 3/4ò screws. Use 

the 1/8ò Allen wrench. 

1/8ò gap  

Tailgate 

Protector 

Tailgate 
Move the rails to achieve the 1/8ò 

gap using the 1/8ò part at the top of 

the bracket. 


